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Do not scale. Use figured dimensions only. All dimensions to be checked on site.
Any discrepancies between site and figured dimensions to be brought
immediately to the architect's attention. Digital copies cannot be guaranteed.
Only information in hard copy can be relied upon for conformity and accuracy.
© This drawing is copyright.

GENERAL NOTE
Any deviation from the proposed specifications to be brought immediately to theAny deviation from the proposed specifications to be brought immediately to the
architect's attention. All product substitutions to meet the project performance
requirements and the minimum requirements of the Building Regulations. All
products to be installed in strict accordance with the manufacturer's specification.
Any discrepancies between site and figured dimensions to be brought
immediately to the architect's attention. Subcontractors to confirm site
dimensions with the main contractor prior to manufacture. Subcontractors to
supply fabrication drawings to the architect for approval or comment prior to
manufacture.
All sub-structure, structural steelwork and reinforced concrete to structural
engineer's design, detail and specification. Structural precast concrete elements
by specialist subcontractor. Any inconsistencies between structural and
architectural drawings to be brought immediately to the architect's attention.
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MAIN BUILDING MATERIAL ELEVATION - 1:20 SPRINT ENCLOSURE MATERIAL ELEVATION - 1:20

CURTAIN WALL GLAZING WITH 
ALUMINIUM FRAME. FRITTED BIRD FRIENDLY 
PATTERN ON LOW LEVEL GLASS.

POLYCARBONATE CLADDING - 900mm

POLYCARBONATE ROOF - 600mm

POLYCARBONATE CLADDING - 600mm

LOW ENERGY CONCRETE WALL

ALUMINIUM PARAPET CAPPING 

ALUMINIUM GUTTER & DOWNPIPE

FRITTED GLASS ON HIGH LEVEL 
OPENING SECTIONS


