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Shanganagh Park Phase 1

Dublin,Leinster

From Hometown to Professional

Lighting System
Pole ID Pole Height Mtg Height Fixture Qty Luminaire Type Load Circuit
P1 244 244 6 TLC-LED-1500 8.58 kW B
244 4 TLC-LED-900 3.56 kW B
P2 244 244 5 TLC-LED-1500 7.15 kW B
244 5 TLC-LED-1500 7.15 kW Cc
24.4 1 TLC-LED-900 0.89 kW B
24.4 1 TLC-LED-900 0.89 kW C
P3 244 244 5 TLC-LED-1500 7.15 kW Cc
244 5 TLC-LED-900 4.45 kW C
P4 244 244 9 TLC-LED-1500 12.87 kW Cc
244 9 TLC-LED-1500 12.87 kW A
P5 244 24.4 10 TLC-LED-1500 14.30 kW A
24.4 5 TLC-LED-1500 7.15 kW C
244 5 TLC-LED-1500 7.15 kW B
244 1 TLC-LED-900 0.89 kW A
P6 244 244 9 TLC-LED-1500 12.87 kW A
244 9 TLC-LED-1500 12.87 kW B
P7, P9 244 244 5 TLC-LED-1500 7.15 kW A
244 5 TLC-LED-900 4.45 kW A
P8 244 24.4 6 TLC-LED-1500 8.58 kW A
244 5 TLC-LED-900 4.45 kW A
P10 15.2 15.2 4 TLC-LED-900 3.56 kW D
P11 15.2 15.2 3 TLC-LED-900 2.67 kw D
11 127 163.25 kW
Circuit Summary
Circuit Description Load Fixture Qty
A Pitch 1 77.16 kW 60
B Football 1/ Pitch 2 40.2 kW 30
C Football 2 / Pitch 2 39.66 kW 30
D Track 6.23 kW 7
Type Source Wattage Lumens L90 L80 L70 Quantity
TLC-LED-900 LED 4000K - 70 CRI 890W 89,600 >120,000 >120,000 >120,000 34
TLC-LED-1500 LED 4000K - 70 CRI 1430W 160,000 >120,000 >120,000 >120,000 93
Light Level Summary
Grid Name Calculation Metric JAVS Min IIIum;\;\aa)t(lon Min/Max Min/Ave Circuits Fixture Qty
Football 1 Horizontal llluminance 283 178 426 0.42 0.63 B 30
Football 2 Horizontal llluminance 273 169 414 0.41 0.62 Cc 30
GAA Pitch 1 Horizontal llluminance 502 363 704 0.52 0.72 A 60
GAA Pitch 2 Horizontal llluminance 506 369 698 0.53 0.73 B,C 60
Spill Blanket 1m 50% Horizontal 129 0 416 0.00 0.00 AB,CD 127
Spill Blanket 1m Horizontal 257 0 832 0.00 0.00 AB,CD 127
Spill Blanket 2m 50% Horizontal 129 0 443 0.00 0.00 AB,CD 127
Spill Blanket 2m Horizontal 257 0 885 0.00 0.00 AB,CD 127
Spill line 1m 50% Horizontal 0.53 0 1.47 0.00 0.00 AB,CD 127
Spill line 1m Horizontal 1.06 0 2.95 0.00 0.00 AB,CD 127
Spill line 1m Max Candela (by Fixture) 7601 48.6 47275 0.00 0.01 A,B,C,D 127
Spill line 2m 50% Horizontal 0.42 0 1.28 0.00 0.00 AB,C,D 127
Spill line 2m Horizontal 0.83 0 2.56 0.00 0.00 A,B,C,D 127
Track Horizontal llluminance 240 121 373 0.33 0.50 D 7
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EQUIPMENT LIST FOR AREAS S

OWN

Pole Luminaires
ar | oo | s | G | Vemmo | wmwe oy e one
2 P4, P6 24.38m - 24.38m TLC-LED-1500 18 9 9
1 P5 24.38m 24.38m TLC-LED-900 1 1 0
24.38m TLC-LED-1500 10/10* 10 10
2 P7, P9 24.38m 24.38m TLC-LED-1500 5 5 0
24.38m TLC-LED-900 5 5 0
1 P8 24.38m 24.38m TLC-LED-1500 6 6 0
24.38m TLC-LED-900 5 5 0
6 TOTALS 88 60 28
This structure utiljzes a back-to-bdck mourfting configuration
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Shanganagh Park Phase 1

Dublin,Leinster

GRID SUMMARY

Name: GAA Pitch1

Size: 145.0m x 90.0m
Spacing: 10.0m x 9.5m
Height: 1.0m above grade

MAINTAINED HORIZONTAL

N\
‘ Entire Grid
N/ Guaranteed Average: 500
Scan Average: 501.67
80.4m Maximum: 704
0.0m - P4 Minimum: 363
%| P5 'q} Guaranteed Min / Avg: 0.7
e} 5 ° Min / Avg: 0.72
& b Min / Max: 0.52
3 UG (adjacent pts): 1.38
529 604 500 466 476 515 473 540 463 489 488 502 536 621 536 Lo oss
( LUMINAIRE INFORMATION
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‘ ILLUMINATION SUMMARY

Applied Circuits: A
No. of Luminaires: 60
Total Load: 77.16 kW

Guaranteed Performance: The ILLUMINATION described above
is guaranteed per your Musco Warranty document and
includes a 0.95 dirt depreciation factor.

Field Measurements: Individual field measurements may vary
from computer-calculated predictions and should be taken

in accordance with IESNA RP-6-15.

Electrical System Requirements: Refer to Amperage
Draw Chart and/or the "Musco Control System Summary"
for electrical sizing.

Installation Requirements: Results assume + 3%

nominal voltage at line side of the driver and structures
located within 3 feet (1m) of design locations.

SCALE 1: 600
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ILLUMINATION SUMMARY

Pole location(s) <4 dimensions are relative
to 0,0 reference point(s) &




EQUIPMENT LIST FOR AREAS SHOWN Shanganagh Park Phase 1
Pole Luminaires . .
ary LOCATION SIZE GRADE MOUNTING LUMINAIRE QTY/ | THIS | OTHER Dublin,Leinster
ELEVATION HEIGHT TYPE POLE | GRID | GRIDS
2 P4, P6 24.38m - 24.38m TLC-LED-1500 18 9 9 GRID SUMMARY
1 PS5 24.38m - 24.38m TLC-LED-900 1 1 0 -
24.38m TLC-LED-1500  |10/10%| 10 | 10 Name: GAA Pitch 1
2 P7, P9 24.38m - 24.38m TLC-LED-1500 5 5 0 Size: 145.0m x 90.0m
24.38m TLC-LED-900 5 5 0 Spacing: 10.0m x 9.5m
1 P8 24.38m - 24.38m TLC-LED-1500 6 6 0 Height: 1.0m above grade
24.38m TLC-LED-900 5 5 0
6 28

: : TOTALS S 88 | 60 ‘ ILLUMINATION SUMMARY (50% Dimming)
* This structure utillzes a back-to-bdck mourting configuration

N\ MAINTAINED HORIZONTAL LUX
‘ Entire Grid
\/ . 251

Scan Average:

Maximum 352

80.4m 80.4m Minimum: 182

Po 0.0m > P4 Min / Avg: 0.72

& — s P5 & Min / Max: 0.52

§ o} LE ° UG (adjacent pts): 1.38
(o} [Te}

4

CuU: 0.85

50.0m

No. of Points: 150
> 204 302 200 233 238 207 237 270 232 244 244 251 268 310 268 @< BT O AT

Applied Circuits: A
No. of Luminaires: 60

> @ Total Load: 38.58 kW (50% dimming)

| 325 341 323 305 309 294 309 319 299 264 293 308 339 352 335 <i> Dimming Summary: Values shown are estimated. Reducing
wattage based on dimming can increase L90, L80, and L70 hours.

@ See ILLUMINATION SUMMARY for complete analysis.
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SCALE 1: 600 Pole location(s) <4 dimensions are relative
to 0,0 reference point(s) &) we Make It Happen“
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ILLUMINATION SUMMARY - DIMMING AT 50%




Stay

EQUIPMENT LIST FOR AREAS SHOWN
Pole Luminaires
o | oo | s | S| Weomhe | wwaRe e Tomer
1 P1 24.38m - 24.38m TLC-LED-1500 6 6 0
24.38m TLC-LED-900 4 4 0
1 P2 24.38m 24.38m TLC-LED-900 2 2 0
24.38m TLC-LED-1500 10 10 0
1 P3 24.38m 24.38m TLC-LED-1500 5 5 0
24.38m TLC-LED-900 5 5 0
2 P4, P6 24.38m 24.38m TLC-LED-1500 18 9 9 ¥
1 P5 24.38m 24.38m TLC-LED-900 1 0 1
24.38m TLC-LED-1500 10/10* 10 10
6 TOTALS 89 60 29
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Pole location(s) <4 dimensions are relative
to 0,0 reference point(s) &

Shanganagh Park Phase 1

Dublin,Leinster

GRID SUMMARY

Name: GAA Pitch 2
Size: 145.0m x 90.0m
Spacing: 10.0m x 9.5m
Height: 1.0m above grade

ILLUMINATION SUMMARY

MAINTAINED HORIZONTAL LUX

Entire Grid

Guaranteed Average: 500

Scan Average: 506.18
Maximum: 698
Minimum: 369
Guaranteed Min / Avg: 0.7
Min / Avg: 0.73
Min / Max: 0.53
UG (adjacent pts): 1.44
CU: 0.83
No. of Points: 150

LUMINAIRE INFORMATION
Applied Circuits: B, C
No. of Luminaires: 60
Total Load: 79.86 kW

Guaranteed Performance: The ILLUMINATION described above
is guaranteed per your Musco Warranty document and
includes a 0.95 dirt depreciation factor.

Field Measurements: Individual field measurements may vary
from computer-calculated predictions and should be taken

in accordance with IESNA RP-6-15.

Electrical System Requirements: Refer to Amperage

Draw Chart and/or the "Musco Control System Summary"

for electrical sizing.

Installation Requirements: Results assume + 3%

nominal voltage at line side of the driver and structures
located within 3 feet (1m) of design locations.
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ILLUMINATION SUMMARY




EQUIPMENT LIST FOR AREAS SHOWN

Pole Luminaires

o | oo | s | S| Weomhe | wwaRe e Tomer

1 P1 24.38m - 24.38m TLC-LED-1500 6 6 0
24.38m TLC-LED-900 4 4 0

1 P2 24.38m 24.38m TLC-LED-900 2 2 0
24.38m TLC-LED-1500 10 10 0

1 P3 24.38m 24.38m TLC-LED-1500 5 5 0
24.38m TLC-LED-900 5 5 0

2 P4, P6 24.38m 24.38m TLC-LED-1500 18 9 9

1 P5 24.38m 24.38m TLC-LED-900 1 0 1
24.38m TLC-LED-1500 10/10*
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Pole location(s) <4 dimensions are relative

to 0,0 reference point(s) &

Shanganagh Park Phase 1

Dublin,Leinster

GRID SUMMARY

Name: GAA Pitch 2
Size: 145.0m x 90.0m
Spacing: 10.0m x 9.5m
Height: 1.0m above grade

ILLUMINATION SUMMARY (50% Dimming)

MAINTAINED HORIZONTAL LUX

Entire Grid
Scan Average: 253
Maximum: 349
Minimum: 185
Min / Avg: 0.73
Min / Max: 0.53
UG (adjacent pts): 1.44
CU: 0.83
No. of Points: 150

LUMINAIRE INFORMATION
Applied Circuits: B, C
No. of Luminaires: 60
Total Load: 39.93 kW (50% dimming)

Dimming Summary: Values shown are estimated. Reducing
wattage based on dimming can increase L90, L80, and L70 hours.
See ILLUMINATION SUMMARY for complete analysis.

O #98cc

We Make It Happen.

Not to be reproduced in whole or part without the written consent of Musco
Sports Lighting, LLC. ©1981, 2021 Musco Sports Lighting, LLC.

ILLUMINATION SUMMARY - DIMMING AT 50%




EQUIPMENT LIST FOR AREAS SHOWN Shanganagh Park Phase 1
Pole Luminaires Dublin,Leinster
GRADE MOUNTING TUMINAIRE QI | THIS | OTHER ,
ary LOCATION Size ELEVATION HEIGHT TYPE POLE | GRID | GRIDS
1 P1 24.38m - 24.38m TLC-LED-1500 6 6 0 GRID SUMMARY
24.38m TLC-LED-900 4 4 0
1 P2 24.38m - 24.38m TLC-LED-900 2 1 1 Name: Football 1
24.38m TLC-LED-1500 10 5 5 Size: 100.0m x 60.0m
1 PS5 24.38m - 24.38m TLC-LED-900 1 0 1 Spacing: 9.5m x 9.0m
24.38m TLC-LED-1500  |10/10% 5 15 Height: 1.0m above grade
1 P6 24.38m - 24.38m TLC-LED-1500 18 9 9 \c/ / \ / U ~~ . - -
4 _ i o0 [30]31 () ILLUMINATION SUMMARY
*This structure utilizes a back-to fi lan e

MAINTAINED HORIZONTAL LUX

Entire Grid
f\‘ Stay__ Scan Average: 283.45
° Maximum: 426
Minimum: 178
Min / Avg: 0.63
Min / Max: 0.42
] UG (adjacent pts): 1.86
247 196 186 198 195 227 194 E) Ccu: 0.42
No. of Points: 77
LUMINAIRE INFORMATION
g Applied Circuits: B

389 332 340 356 333 367 360 L .

Guaranteed Performance: The ILLUMINATION described above
is guaranteed per your Musco Warranty document and

374 352 3 1 7 284 299 309 274 includes a 0.95 dirt depreciation factor.

Field Measurements: Individual field measurements may vary
from computer-calculated predictions and should be taken
in accordance with IESNA RP-6-15.

Electrical System Requirements: Refer to Amperage
347 3 1 3 283 265 266 252 209 Draw Chart and/or the "Musco Control System Summary"

for electrical sizing.

Installation Requirements: Results assume + 3%
nominal voltage at line side of the driver and structures

305 288 253 244 24 1 2 1 9 1 88 located within 3 feet (1m) of design locations.
283 280 249 229 220 207 178 g 2

329 300 273 250 238 217 182

376 351 318 299 281 257 207

396 399 360 335 330 311 252

426 374 349 324 336 339 303

290 260 225 217 222 256 199
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SCALE 1: 600

Pole location(s) <4 dimensions are relative

to 0,0 reference point(s) &) we Make It Happen“
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EQUIPMENT LIST FOR AREAS SHOWN Shanganagh Park Phase 1

Pole Luminaires

aty LOCATION SIZE GRADE MOUNTING LUMINAIRE QTY/ THIS | OTHER Dublln,Lelnster

ELEVATION HEIGHT TYPE POLE GRID | GRIDS
1 P2 24.38m -

24.38m TLC-LED-900 2 1 GRID SUMMARY

24.38m TLC-LED-1500 10
Name: Football 2

1 P3 24.38m - 24.38m TLC-LED-1500 5
Size: 100.0m x 60.0m

OO oWun

24.38m TLC-LED-900 5
Spacing: 9.5m x 9.0m

1 P4 24.38m - 24.38m TLC-LED-1500 18
Height: 1.0m above grade

win ol unin ek
3 o

w(k

1 PS 24.38m - 24.38m TLC-LED-900 1
ILLUMINATION SUMMARY

24.38m TLC-LED-1500 10/10*
4 TOTALS 61
MAINTAINED HORIZONTAL LUX
Entire Grid

Wructure utilizes a back-to-Back mounting Sonfiglvation
o
s
j—\---@i-- Scan Average: 273.17

Maximum: 414

Minimum: 169

Min / Avg: 0.62

Min / Max: 0.41

UG (adjacent pts): 2.17

CU: 0.42

No. of Points: 77
LUMINAIRE INFORMATION
Applied Circuits: C
No. of Luminaires: 30

Total Load: 39.66 kW

Guaranteed Performance: The ILLUMINATION described above
Lis guaranteed per your Musco Warranty document and
includes a 0.95 dirt depreciation factor.

Field Measurements: Individual field measurements may vary
from computer-calculated predictions and should be taken
in accordance with IESNA RP-6-15.

Electrical System Requirements: Refer to Amperage
Draw Chart and/or the "Musco Control System Summary"
for electrical sizing.

Installation Requirements: Results assume + 3%

nominal voltage at line side of the driver and structures
located within 3 feet (1m) of design locations.

SCALE 1: 600

Pole location(s) <4 dimensions are relative

e — 00,0 reference point(s) @ We Make It Happen.
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EQUIPMENT LIST FOR AREAS SHOWN

Pole Luminaires
Qry LOCATION SIZE GRADE MOUNTING LUMINAIRE QTY/ | THIS | OTHER |

Shanganagh Park Phase 1
ELEVATION HEIGHT TYPE POLE GRID GRIDS
P10 15.24m - 15.24m TLC-LED-900

Dublin,Leinster
P11 15.24m - 15.24m TLC-LED-900 3 3 0

GRID SUMMARY
TOTALS Name: Track
Size: 9.3m x 129.0m

Spacing: 5.0m x 9.0m

Height: 1.0m above grade

MAINTAINED HORIZONTAL LUX
Entire Grid
® ® Guaranteed Average: 200
Scan Average: 240.29
Maximum: 373
Minimum: 121
Guaranteed Min / Avg: 0.6
12 Min/Avg: 051
Min / Max: 0.33
UG (adjacent pts): 2.43
CU: 0.49
No. of Points: 29
LUMINAIRE INFORMATION
Applied Circuits: D
No. of Luminaires: 7
Total Load: 6.23 kW

NP |

233 22|

327 22|

Guaranteed Performance: The ILLUMINATION described above
is guaranteed per your Musco Warranty document and
6.4m includes a 0.95 dirt depreciation factor.

Field Measurements: Individual field measurements may vary
from computer-calculated predictions and should be taken
in accordance with IESNA RP-6-15.

Electrical System Requirements: Refer to Amperage
356 31 Draw Chart and/or the "Musco Control System Summary"
for electrical sizing.

Installation Requirements: Results assume + 3%
nominal voltage at line side of the driver and structures
212 25 located within 3 feet (1m) of design locations.
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Pole location(s) <4 dimensions are relative
to 0,0 reference point(s) &
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ILLUMINATION SUMMARY - DIMMING AT 50%

Shanganagh Park Phase 1

Dublin,Leinster

GRID SUMMARY

Name: Track
Size: 9.3mx 129.0m
Spacing: 5.0m x 9.0m
Height: 1.0m above grade

MAINTAINED HORIZONTAL LUX
Entire Grid
Scan Average: 120
Maximum: 187
Minimum: 60.5
Min / Avg: 0.51
Min / Max: 0.33
UG (adjacent pts): 2.43
CU: 0.49
No. of Points: 29
LUMINAIRE INFORMATION
Applied Circuits: D
No. of Luminaires: 7

Total Load: 3.12 kW (50% dimming)

ILLUMINATION SUMMARY (50% Dimming)

Dimming Summary: Values shown are estimated. Reducing

wattage based on dimming can increase L90, L80, and L70 hours
See ILLUMINATION SUMMARY for complete analysis.
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Shanganagh Park Phase 1

Dublin,Leinster

GRID SUMMARY

Name: Spill Blanket 1m
Spacing: 10.0m x 10.0m
Height: 1.0m above grade
ILLUMINATION SUMMARY
MAINTAINED HORIZONTAL LUX
Entire Grid
Scan Average: 257.34
@ Maximum: 832
N Minimum: 0
. ; D < Min/Avg:  0.00
86 93 R 83 0 : 0 ¢ R . ° \‘\\\‘\‘G Min / Max: 0.00
- = 3 o ° ° L “‘. UG (adjacent pts): 152.41
A4S A2T RS 38T 316 AGS 4297 AT1 AG0 BBA 362 355 465 B06  B14 93 N0k b (e g cu: 099
é o ~ X AR o o () o WK No. of Points: 783
E ~ [ 0 ° o 1%
766 B99 42 H91 p43 715 788 810 J28 92 J49 J72 639 £84 [p6d 29% 55 0 e NG aA\d'l . N\ LUMINAIRE INFORMATION
é o e e, o ° o), A Applied Circuits: A, B,C, D
N ° ) ° [} o]
£95 p87 36 546 567 H12 BO6 579 557 553 567 08 657 B75 595 ..261Q.60 25\ KN (Gt * Y . N No. of Luminaires: 127
. - B /N & ¥ o ) Total Load: 163.25 kW
£08 528 554 513 514 513 503 A85 499 A96 482 508 540 574 |47 225 B ! 0 /< ° Z\) ° "y

Guaranteed Performance: The ILLUMINATION described above

500 576 503 467 A6 AS6 AGT ASB AST AMA 442 A48 483  A98 487 A i J is guaranteed per your Musco Warranty document and
includes a 0.95 dirt depreciation factor.
489 570 512 B aaa aaz 440®pa3 52 a1 B ash 497 524 494 X \ N Field Measurements: Individual field measurements may vary
5 from computer-calculated predictions and should be taken
639 B37 574 526 503 AB2 ATO ATS 490 A89 A48T 520 586 626 241 X - N in accordance with IESNA RP-6-15.
Electrical System Requirements: Refer to Amperage
J34 750 p84 p28 p03 587 542 p53 583 592 596 B30 713 762 289 Draw Chart and/or the "Musco Control System Summary"
for electrical sizing.
N 518 820 p14 760,77 pO0 86 H4T B33 P49 P88 P68 HBY 772 832 268 Installation Requirements: Results assume + 3%
/ 5 nominal voltage at line side of the driver and structures
// . 39 832 443 790 p73  p25 39 p99 pY%6 H40 709 H66 633 p46 704 798 433 located within 3 feet (1m) of design locations.
: P6
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Shanganagh Park Phase 1

Dublin,Leinster

GRID SUMMARY

Name: Spill Blanket 1m 50%
Spacing: 10.0m x 10.0m
Height: 1.0m above grade

- Q‘:““"‘&«;i»ﬁu 5

SIMNTHRG T,

N
A

A
{1
_g_
()

277 257 251 57

251 233 233 208
285 256 B 22 o2
219 287 263 251 o4
275 pa2 B4 302 293

407 380,339 345 343

895 337 312 319 349

’{ Entire Grid
D Scan Average: 128.67
ﬁv@@ : :Z\I:x . Maximum: 416
AN "” Minimum: 0
L= Min / Avg: 0.00
38 43 46 Min/Max:  0.00
UG (adjacent pts): 152.41
4787190 488 221 214 492 481 477 CU: 0.99
No. of Points: 783
321 345 321 358 394 296 375 386 LUMINAIRE INFORMATION
Applied Circuits: A, B,C, D
318 273 283 306 277 283 304 329 +1306230 No. of Luminaires: 127
Total Load: 163.25 kW

251 242
233 229
2249222
235 238
21 216
324 317

8348 320

ILLUMINATION SUMMARY

MAINTAINED HORIZONTAL LUX

248 241 254 270

Ha

Guaranteed Performance: The ILLUMINATION described above
is guaranteed per your Musco Warranty document and
includes a 0.95 dirt depreciation factor.

()
L),

222 224 241

(7
s

Field Measurements: Individual field measurements may vary
from computer-calculated predictions and should be taken

in accordance with IESNA RP-6-15.

Electrical System Requirements: Refer to Amperage

Draw Chart and/or the "Musco Control System Summary"

for electrical sizing.
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244 243 260 293
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3.

NI TS
296 298 B315 356 A &
$44,7334 345 386 Installation Requirements: Results assume + 3%
nominal voltage at line side of the driver and structures
located within 3 feet (1m) of design locations.
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ILLUMINATION SUMMARY




Shanganagh Park Phase 1

Dublin,Leinster

GRID SUMMARY

Name: Spill Blanket 2m
Spacing: 10.0m x 10.0m
Height: 2.0m above grade

s ] ILLUMINATION SUMMARY
2 NN, RRRT
T~ I//,,,,I. MAINTAINED HORIZONTAL LUX
a =X ’- Q Entire Grid
IV Ve SR 4 N Scan Average:  257.25
V'IT-\‘@W @@Q : ::::I* ” Maximum: 885
";.»& ,5!’ £ Minimum: 0
N

VAN S ; K < Min / Avg: 0.00
b <) > \‘ Min/Max:  0.00
6 4'\

Q2

@5 ‘ @ a1
W /
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e

72 84 92 PR 84

+P¢
UG (adjacent pts): 231.05

b Gt <
Qi 108
6 eseeTe

_ \ .
508 Ad6 365 389 395 AT 471 511 B05 395 376 364 378 549 360 y e \“‘v‘g ;rd‘) £ cu: 0.99
p @ . A I"‘“ X No. of Points: 783
' p24 722 pa2 P95 p52 740 837 852 748 596 74 779 660 719 lr2d 31 " . NN, \ LUMINAIRE INFORMATION

Applied Circuits: A, B,C, D
No. of Luminaires: 127
Total Load: 163.25 kW

J34 J04 p29 533 555 p15 p10 580 558 551 550 592 658 H95  [B29 271

£27 £25 [p533 486 492 501 500 489 492 478 454 484 524 569 83 226

Guaranteed Performance: The ILLUMINATION described above
is guaranteed per your Musco Warranty document and
includes a 0.95 dirt depreciation factor.

AT2 P37 464 425 A22 424 441 A33 427 406 401 407 450 A74 1B6q 74

Field Measurements: Individual field measurements may vary
from computer-calculated predictions and should be taken

in accordance with IESNA RP-6-15.

Electrical System Requirements: Refer to Amperage

Draw Chart and/or the "Musco Control System Summary"

for electrical sizing.

454 526 461 A 393 397 4129400 414 391 B 90 447 4ss Ibrd  asi

9 637 H15 538 A78 A58 449 443 451 461 450 437 AT0 553 p11 629 237

J76 gJ69 p63 H99 575 pH68 533 p48 574 567 H61  H99 705 790 734 300

877 853 769 664 £80 p91 p56 p43 p62 H87  p51 H80 798 883 [B14 293 Installation Requirements: Results assume + 3%

nominal voltage at line side of the driver and structures
located within 3 feet (1m) of design locations.
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SCALE 1: 1500 Pole location(s) 4 dimensions are relative

to 0,0 reference point(s) & we Make It Happen®
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Shanganagh Park Phase 1

Dublin,Leinster

GRID SUMMARY

Name: Spill Blanket 2m 50%
Spacing: 10.0m x 10.0m
Height: 2.0m above grade

S e ILLUMINATION SUMMARY
e

A\

U7
) &

3}@-‘39

N
A

A a = }/,,,,I. MAINTAINED HORIZONTAL LUX
® J / 2K ) Entire Grid
______ LN
..... ¢ 3 R ’ B — Scan Average: 128.62
g'@ Z\::\ q 2 Maximum: 443
\ Minimum: 0
Min / Avg: 0.00

Min / Max: 0.00
UG (adjacent pts): 231.05

Cu: 0.99

No. of Points: 783

LUMINAIRE INFORMATION
Applied Circuits: A, B,C, D
No. of Luminaires: 127
Total Load: 163.25 kW

254 223 83 95 97 235 235 256 252 4197 4188

) A2 361 321 347 326 P70 418 426 374 298 387 389 330 359 [B64 415

3 367 352 314 266 R278 307 305 290 279 276 275 296 329 348 [B15 4135

S814 313 267 243 246 250 250 Q244 246 239 227 242 262 285 [p42
Guaranteed Performance: The ILLUMINATION described above

is guaranteed per your Musco Warranty document and
includes a 0.95 dirt depreciation factor.

236 269 232 212- 211 212 21 217 214 203 201 204 225 237 183 87
207 263 231 B 496 499 206®p04 207 495 A8 495 223 243 lisd o1 Field Measurements: Individual field measurements may vary
from computer-calculated predictions and should be taken

in accordance with IESNA RP-6-15.

Electrical System Requirements: Refer to Amperage

Draw Chart and/or the "Musco Control System Summary"

for electrical sizing.

5 819 308 269 239 229 224 222 226 231 25 Q218 235 276 306 [p6§ 4119
2 388 384 331 300 288 284 Q266 Q274 287 283 281 300 353 395 [B67 4150

2717 A38 427 385332 340 346 328 322 331 344 326 340 399 442 |07 147 Installation Requirements: Results assume + 3%

nominal voltage at line side of the driver and structures
located within 3 feet (1m) of design locations.
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SCALE 1: 1500 Pole location(s) 4 dimensions are relative

to 0,0 reference point(s) & we Make It Happen®
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Shanganagh Park Phase 1

Dublin,Leinster

GRID SUMMARY

Name: Spill line 1m
Spacing: 10.0m
Height: 1.0m above grade

ILLUMINATION SUMMARY

HORIZONTAL LUX

Entire Grid
Scan Average: 1.0576
Maximum: 2.95
Minimum: 0.00
No. of Points: 102

LUMINAIRE INFORMATION
Applied Circuits: A, B,C,D
No. of Luminaires: 127

TG

*,v L AR Total Load: 163.25 kW
1 7 e N R P T s
RIS s WL Rame
= ﬁ’é@i’}'}@q Il"" Guaranteed Performance: The ILLUMINATION described
s &% 5
X “_ﬁ% above is guaranteed per your Musco Warranty

document.

Field Measurements: Individual field measurements may vary

from computer-calculated predictions and should be taken
in accordance with IESNA RP-6-15.

Electrical System Requirements: Refer to Amperage
Draw Chart and/or the "Musco Control System Summary"
for electrical sizing.

Installation Requirements: Results assume + 3%

nominal voltage at line side of the driver and structures
located within 3 feet (1m) of design locations.
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Pole location(s) <4 dimensions are relative
to 0,0 reference point(s) &

Shanganagh Park Phase 1

Dublin,Leinster

GRID SUMMARY

Name: Spill line 1m 50%
Spacing: 10.0m
Height: 1.0m above grade

ILLUMINATION SUMMARY

HORIZONTAL LUX
Entire Grid
Scan Average: 0.5288
Maximum: 1.47
Minimum: 0.00
No. of Points: 102

LUMINAIRE INFORMATION
Applied Circuits: A, B,C,D
No. of Luminaires: 127
Total Load: 163.25 kW

Guaranteed Performance: The ILLUMINATION described
above is guaranteed per your Musco Warranty
document.
Field Measurements: Individual field measurements may vary
from computer-calculated predictions and should be taken
in accordance with IESNA RP-6-15.
Electrical System Requirements: Refer to Amperage
Draw Chart and/or the "Musco Control System Summary"
for electrical sizing.
Installation Requirements: Results assume + 3%

nominal voltage at line side of the driver and structures
located within 3 feet (1m) of design locations.




Shanganagh Park Phase 1

Dublin,Leinster

GRID SUMMARY

Name: Spill line 2m
Spacing: 10.0m
Height: 2.0m above grade

ILLUMINATION SUMMARY
HORIZONTAL LUX

Entire Grid
Scan Average: 0.8340
Maximum: 2.56
Minimum: 0.00
No. of Points: 102

LUMINAIRE INFORMATION

i e
25l TR

3 7 I NITPRO
AN aAms:

Total Load: 163.25 kW
4y pAN 7
Y £)

Applied Circuits: A, B,C,D
No. of Luminaires: 127

— Guaranteed Performance: The ILLUMINATION described
_ﬁ% above is guaranteed per your Musco Warranty
P document.

Field Measurements: Individual field measurements may vary

from computer-calculated predictions and should be taken
in accordance with IESNA RP-6-15.

Electrical System Requirements: Refer to Amperage
Draw Chart and/or the "Musco Control System Summary"
for electrical sizing.

Installation Requirements: Results assume + 3%

nominal voltage at line side of the driver and structures
located within 3 feet (1m) of design locations.
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Pole location(s) <4 dimensions are relative
to 0,0 reference point(s) &

Shanganagh Park Phase 1

Dublin,Leinster

GRID SUMMARY

Name: Spill line 2m 50%
Spacing: 10.0m

Height: 2.0m above grade

ILLUMINATION SUMMARY

HORIZONTAL LUX
Entire Grid
Scan Average: 0.4170
Maximum: 1.28
Minimum: 0.00
No. of Points: 102

LUMINAIRE INFORMATION
Applied Circuits: A, B,C,D
No. of Luminaires: 127
Total Load: 163.25 kW

Guaranteed Performance: The ILLUMINATION described
above is guaranteed per your Musco Warranty
document.
Field Measurements: Individual field measurements may vary
from computer-calculated predictions and should be taken
in accordance with IESNA RP-6-15.
Electrical System Requirements: Refer to Amperage
Draw Chart and/or the "Musco Control System Summary"
for electrical sizing.
Installation Requirements: Results assume + 3%

nominal voltage at line side of the driver and structures
located within 3 feet (1m) of design locations.




Shanganagh Park Phase 1

Dublin,Leinster

EQUIPMENT LAYOUT

INCLUDES:

- Football 1

- Football 2
- GAA Pitch 1
- GAA Pitch 2
- Track

Electrical System Requirements: Refer to Amperage
Draw Chart and/or the "Musco Control System Summary"
for electrical sizing.

e Installation Requirements: Results assume * 3%
------------------ nominal voltage at line side of the driver and structures
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\ // /
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1] D located within 3 feet (1m) of design locations.
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SCALE 1: 2000 Pole location(s) 4 dimensions are relative

to 0,0 reference point(s) & we Make It Happen®
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